
 

All capacities are based on the use of Rollforming quality Mild Steel.  All specifications, dimensions and weights are approximate and are to be used as a guide. 
  Colours may vary. W. Neal Services Ltd reserves the right to alter any specifications.  E&OE. 

        

SPECIFICATIONS 

Model: Maximum  
Welding Power: 

Maximum  
Welding  
Current: 

Single Phase  
Input 50/60 Hz: 

Rated Power @ 
50%: 

Installed  
Power: 

Cross Section  
Connecting  

Cables: 
Delayed Fuse: 

SWZ18/ 
SWZP18 

23kVa 8.2kA 400v 15kVa 11kVa 10mm x 10mm 32A 

Open Circuit  
Voltage: 

Secondary  
Short Circuit  

Current: 

Electrode Force 
Maximum  

(6 bar): 

Water   
Consumption  

a 300 kPa (3 bar): 
Length: Width: Height: Weight:  

2.6V 10.2kA 220daN 3.8 l/min 760mm  330mm 1200mm 104Kg 

       Revised: Apr 2019 

CEA RESTECH Pedestal Spot Welder (SWZ18/SWZP18) 

00 44 (0) 1702 542554 

00 44 (0) 1702 542558 

sales@wnealservices.com 
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W. NEAL SERVICES LTD 

29 Purdeys Way 

Purdeys Industrial Estate 

Rochford 

Essex 

SS4 1ND 

ENGLAND 

Replacement Electrodes 

Available 

Optional Cooler 
 & Connection 

Kit  
Available 

Separately 

L1 492mm    Ø1 60mm (min) 
L2 570mm    Ø2 85mm (min) 

The CEA RESTECH Rocker Arm Spot Welder is easy to use and ideal for all metal welding. Available in two models, 
mechanically foot operated (SWZ18) and pneumatically foot operated (SWZP18).  An optimised pressed in electrode on the lower 
arm and long electrode holder on the upper arm makes this machine ideal for the ducting industry. Complete with electronic 
adjustment of the welding current & time, this machine also has water cooled arms and water cooled copper electrode holders 
with adjustable height.  The maximum welding power is 23kVa with a maximum welding current of 8.2kA.  

Optional Double Pedal for quick 
use of two welding 

Programmes. 

Machine with standard arms 
also available. 
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